
mIsCellaneous enClosuRes and wIndow KIts
Fixed and hinGed WindoW kits

DESCRIPTION
Hoffman Fixed and Hinged Window Kits are designed for 
use with NEMA 1, 4, 4X, 12, and 13 enclosures. Each NEMA 
1, 4, 12, and 13 kit comes with a clear 0.25" (.64 cm) acrylic 
window, all of the essential hardware, and easy-to-follow 
instructions. The NEMA 4X stainless steel Fixed Window 
Kits are designed for use with NEMA 4X enclosures, have a 
clear 0.25" (.64 cm) polycarbonate window, and also include 
hardware and instructions. The Hinged Window Kits are 
1.49" (3.78 cm) deep and provide an available working space 
of 1.19" (3.02 cm) from the surface of the door to the inside of 
the window.

DIMENSIONS

MODEL 
A-PWK53NF* 
A-PWK95NF* 
A-PWK133NF 
A-PWK138NF* 
A-PWK175NF 
A-PWK1711NF* 
A-PWK2315NF* 
A-PWK2919NF* 
A-PWK3523NF 

WINDOW SIZE 
5.0 x 3.0 (13 x 8) 

9.0 x 5.0 (23 x 13) 
13.0 x 3.0 (33 x 8) 

13.0 x 8.0 (33 x 20) 
17.0 x 5.0 (43 x 13) 

17.0 x 11.0 (43 x 28) 
23.0 x 15.0 (58 x 38) 
29.0 x 19.0 (74 x 48) 
35.0 x 23.0 (89 x 58) 

FRAME SIZE 
7.5 x 5.5 (19 x 14) 

11.5 x 8.0 (29 x 20) 
15.5 x 5.5 (39 x 14) 

15.5 x 10.5 (39 x 27) 
19.5 x 8.0 (50 x 20) 

19.5 x 13.5 (50 x 34) 
25.5 x 17.5 (65 x 44) 
31.5 x 21.5 (80 x 54) 
37.5 x 25.5 (95 x 65) 

FIXED WINDOW KIT DIMENSIONS H x W in (cm)

CUT-OUT SIZE
6.78 x 4.78  (17 x 12)
10.78 x 7.28 (27 x 19)
14.78 x 4.78 (38 x 12)
14.78 x 9.78 (38 x 25)
18.78 x 7.28 (48 x 19)

18.78 x 12.78 (48 x 33)
24.78 x 16.78 (63 x 43)
30.78 x 20.78 (78 x 53)
36.78 x 24.78 (93 x 63)

HINGED WINDOW KIT DIMENSIONS H x W in (cm)

KIT NUMBER 
A-10P10-NADFK 
A-12P10-NADFK 
A-14P12-NADFK 
A-16P12-NADFK 
A-16P16-NADFK 
A-20P16-NADFK 
A-20P20-NADFK 
A-24P20-NADFK 

INCLUDED SUBPANEL 
A-10P10 
A-12P10 
A-14P12 
A-16P12 
A-16P16 
A-20P16 
A-20P20 
A-24P20 

KIT NUMBER 
A-24P24-NADFK 
A-30P24-NADFK 
A-36P24-NADFK 
A-36P30-NADFK 
A-42P24-NADFK 
A-42P36-NADFK 
A-48P36-NADFK 

A-NADFK 

INCLUDED SUBPANEL 
A-24P24 
A-30P24 
A-36P24 
A-36P30 
A-42P24 
A-42P36 
A-48P36 

Swing-out panel hardware 

* Available in stainless steel. Add SS after part number.   Example: A-PWK53NFSS 

Note: All steel fixed window kits meet UL Type 4 and Type 12, CSA Type 12. All stainless 
steel fixed window kits meet UL/CSA Type 4, Type 4X, and Type 12. All hinged window 
kits maintain UL Type 12 integrity. 

MODEL 
A-PWK1212H 
A-PWK1612H 
A-PWK2016H 
A-PWK2020H 
A-PWK2420H 
A-PWK3024H 

WINDOW SIZE 
10.28 x 10.28 (26 x 26) 
14.28 x 10.28 (36 x 26) 
18.28 x 14.28 (46 x 36) 
18.28 x 18.28 (46 x 43) 
22.28 x 18.28 (57 x 43) 
28.28 x 22.28 (57 x 57) 

FRAME SIZE 
12.0 x 12.0 (30 x 30) 
16.0 x 12.0 (41 x 30) 
20.0 x 16.0 (51 x 41) 
20.0 x 20.0 (51 x 51) 
24.0 x 20.0 (61 x 51) 
30.0 x 24.0 (76 x 61) 

CUT-OUT SIZE
10.44 x 10.44 (27 x 27)
14.44 x 10.44 (37 x 27)
18.44 x 14.44 (47 x 37)
18.44 x 18.44 (47 x 47)
22.44 x 18.44 (57 x 47)
28.44 x 22.44 (72 x 57)
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