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FEATURES

Proudly

Made in the U.S.A.

Duct
 Humidity/Temperature 

2 or 3% accuracy (NIST certi!cation options)
0-5V/10VDC RH/Temp (thermistors optional)
LCD display with !eld calibration menu
Field replaceable element

DESCRIPTION 

The HD Duct series is designed for is designed for use in energy 
management systems in buildings. They combine excellent stability 
with reliable operation, and LCD display for in-!eld calibration. 
Thermistor options accommodate any installation. 

APPLICATIONS

 ƒ HVAC room humidity and temperature 
measurement and control

 ƒ Replaceable element is ideal for di"cult 
environments such as swimming pools

Versatile
 ƒ 2 or 3% RhH versions with !eld replaceable sensor
 ƒ Switch selectable 5V/10V Rh/T transmitter outputs
 ƒ Thermistor outputs for temperature optional

Easy to maintain
 ƒ Field calibration. LCD and push-button menu allows easy 

adjustment of calibrated RH value as needed to maintain 
certi!cation.

 ƒ Field replaceable sensor—without disturbing conduit

Superior RH sensing
 ƒ On-board temperature compensation for RH. Eliminates 

temperature coe"cient errors and achieves an excellent 
measurement accuracy as well as high repeatability and 
o#set stability. 

 ƒ State of the art testing facilities. Certi!cation options from 
1-point, 2 -point, and 8 -point (NIST traceability—consult 
factory)

Quality
 ƒ Industry leading 7-year warranty/ 2-year replaceable  

element warranty 

 

FEATURES

Field replaceable element
 ƒ Ideal for harsh  

environments
 ƒ Accurate dual RH/Temp IC 

sensing

LCD with menu
 ƒ Easier commissioning
 ƒ Re-scale to !eld metrics  

if required
 ƒ LCD cover provided

NIST traceable 
 ƒ Multi-point calibration 

certi!cation options.  
Consult factory.

HUMIDITY/TEMPERATURE HD Series
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4-20mA wiring:
 mA OUT = 4-20mA output return
 V+ PWR = Loop supply excitation voltage

0-5v/0-10v wiring:
 V OUT = Voltage output, 0-5 or 10vdc
 V- COM = Ground/Common
 V+ PWR = Power supply excitation voltage
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SPECIFICATIONS

Power Supply
0-5V or 0-10V operation 12-30VDC/24VAC(1), 15mA max.

4-20 mA operation 12-30VDC, 30mA max.

Outputs RH% and Temperature 3-wire 0-5/10V (jumper) or 2-wire 4-20mA, selectable

Output scaling
RH% 0-100% RH

Temperature 32-122° F or -40-140° F (jumper)

Thermistor Options Yes, see ordering table

Media !lter Sintered stainless steel

Relative Humidity

Accuracy 2% models, +/-2% over 10 to 90%RH range
3% models, +/-3% over 20 to 80%RH range

Resolution 0.05%RH

Hysteresis +/-1%RH

Non-Linearity factory linearized <1%RH

Temperature coe"cient fully compensated by on-board temp sensor

Response time (2) 30s

Output update rate 2s

Operating range 0 to 100%RH

Long term drift <0.5%RH per year

Operating conditions (3) -20° C to 60° C @ RH>90%
-20° C to 80° C @ RH=50%

Temperature

Accuracy (-20° C to 70° C range) 2% models, <+/-1° C; 0.5° C typ @ 25° C
3% models, <+/-2° C; 0.5° C typ @ 25° C

Resolution 0.01° C

Repeatability +/-0.1° C

Response time (2) 30s

Output update rate 2s

Operating range -40° C to 120° C

(1) One side of transformer, secondary is connected to signal common. Dedicated transformer is 
recommended.
(2) Time for reaching 63% of reading at 25° C and 1 m/s air$ow
(3) Long term exposures to conditions outside normal range at high humidity may temporarily o#set the RH 
reading (+3%RH after 60 hours.) 

DIMENSIONS

HD -
Accuracy
2 = 2% 
3 = 3% 

Temperature
A = None
B = Transmitter
C = 100Pt (385)
D = 1000Pt (385)
E = 10k type 2
F= 10k type 3
G = 10k type 3 w/11k shunt
H = 3k
I = 2k2
J = 1k8
K = 20k
L = 100k

Replacement Sensor Elements
HSD-2 = 2% accuracy
HSD-3 = 3% accuracy
Consult factory for certi!cation and point calibration options

(Write your selected Accuracy, Temperature, 
and Replacement Sensor Elements numbers/
letters in the boxes above)

ORDERING

accy temp

warranty
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By purchasing Senva products, buyer agrees that all 
of the following terms and conditions apply to every 
purchase and supersede any con$icting terms in any 
purchase order or acknowledgement:

LIMITED WARRANTY:

SENVA IS PROVIDING THIS WARRANTY IN LIEU OF ALL 
OTHER EXPRESSED OR IMPLIED WARRANTIES, INCLUDING 
ANY WARRANTY OF MERCHANTABILITY OR FITNESS FOR 
A PARTICULAR PURPOSE. THIS WARRANTY IS BUYER’S 
EXCLUSIVE REMEDY FOR ALL CLAIMS AGAINST SENVA. 
SENVA SHALL NOT BE LIABLE FOR ANY CONSEQUENTIAL 
OR INCIDENTAL DAMAGES. SENVA TOTAL LIABILITY FOR 
ALL CLAIMS SHALL BE LIMITED TO THE PRICE PAID FOR 
ITS PRODUCT.

Senva promises buyer that any standard product 
manufactured by Senva shall be free from material 
defects in design, material, or manufacturing for a period 
of seven (7) years from the manufacture date; provided, 
however, that the warranty shall not extend to ordinary 
wear and tear, or to normally replaceable components 
(e.g., batteries and humidity sensor elements). During the 
warranty period, Senva may repair or replace (in its sole 
discretion) any product su#ering from a warranty defect 
and returned freight prepaid by buyer, with no charge 
to buyer for any warranty repair or replacement. The 
warranty shall remain in full force and e#ect for said 7 
year period, provided that the product: (1) was installed, 
operated, and maintained properly; (2) has not been 
abused or misused; (3) has not been repaired, altered, 
or modi!ed outside of Senva authorized facilities; This 
warranty provides speci!c legal rights that may be varied 
by local laws.

SPECIAL ORDERS:

Senva is committed to providing responsive customer 
service. For products designed and built to customer 
speci!cations, please consult with Senva. 

RETURNS:

No product may be returned without a returned material 
authorization number assigned by Senva. All warranty 
claims must be delivered to Senva, attention customer 
service. Standard products in unopened condition 

(except evaluation orders) can be returned to stock 
subject to a charge of 15% for up to 90 days from original 
shipment. Items opened, or held for 90 to 180 days, 
may be accepted for return subject to a 30% restocking 
charge. Products returned for credit must be in saleable 
condition. If the product has been modi!ed, damaged, 
or installed, we cannot accept return for credit. Non-
standard products (including those having electrical 
modi!cations or private labeling) may not be returned, 
except for warranty service.

PAYMENT:

Payment terms are stated on each invoice. Buyer agrees 
to pay !nance charges of 18% per annum on any past 
due amount. Buyer further agrees to pay any court 
costs, collections fees or attorney fees if legal action 
must be taken on any unpaid balance. For disputes, the 
prevailing party shall receive its costs and attorney fees 
(including costs and fee incurred at trial or an appeal). All 
legal rights shall be governed by Oregon law, excluding 
principles of con$ict of law. Buyer consents to the 
jurisdiction of Oregon courts and agrees that such courts 
shall have personal jurisdiction over buyer. Venue shall 
be in Multnomah County, Oregon. Product speci!cations 
and pricing subject to change without any notice. 

PRODUCT APPLICATION LIMITATION:

Senva products are not designed for life or safety 
applications. Senva products are not intended for use 
in critical applications such as nuclear facilities, human 
implantable device or life support. Senva is not liable, 
in whole or in part, for any claims or damages arising 
from such uses. Senva strongly believes in continuous 
improvement, therefore we must reserve the right to 
change speci!cations and product o#erings without 
notice. Where possible, we will substitute products with 
equivalent functionality when necessary.
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