To build JCI's part number select VALVE BODY and ACTUATOR CODE ACTUATOR (select code highlighted in green cells to build part number)
Example: VG1241AD+9T4AGA

NON-SPRING RETURN SPRING RETURN

NORMALLY CLOSED

NORMALLY OPEN

VALVE BODY (select valve body number highlighted in green cells)

2-WAY JWAY 24V ON/OFF OR | 24V ON/OFF OR 24V ON/OFF AND ON/OFF AND 8670 264V ON/OFF AND ON/OFF AND
2-WAY S§ 3-WAY S§ FLOATING POINT WITHOUT 24V FLOATING | FLOATING POINT OR FLOATING 8570 264V 24V ON/OFF PROPORTIONAL FLOATING 120V ON/OFF 24V ON/OFF PROPORTIONAL
BRASS BRASS SIZE % ON/OFF WITH FLOATING POINT PROPORTIONAL FLOATING ON/OFF 24V ON/OFF PROPORTIONAL FLOATING 120V ON/OFF 24V ON/OFF PROPORTIONAL
TRIM TRIM TRIM TRIM TIMER POINT OR PROPORTIONAL POINT POINT ON/OFF W/ 15907 w/ 1SPDT w/ 1SPDT POINT POINT w2 SPDT w/ 2SPDT w/ 2SPDT
PROPORTIONAL w/ 2SPDT w/ 1SPDT w/ 2SPDT
1/2" 12 VA9104-AGA-35| VA9104-AGA-25 | VA9104-1GA-35 | VA9104-1GA-2S | VA9104-GGA-35| VA9104-GGA-2S| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-2Z| VA9203-AGB-2Z | VA9203-BUA-2 | VA9203-BUB-2 | VA9203-BGA-2 | VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-2Z
1/2" 19 VA9104-AGA-35| VA9104-AGA-25 | VA9104-1GA-35 | VA9104-I1GA-25 | VA9104-GGA-35| VAI104-GGA-2S| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-27| VA9203-AGB-27 | VA9203-BUA-2 | VA9203-BUB-2 | VA9203-BGA-2 | VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-2Z
1/2" 2.9 VA9104-AGA-35 | VA9104-AGA-2S | VA9104-1GA-35| VA9104-IGA-2S | VA9104-GGA-3S | VA9104-GGA-2S| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-2Z| VA9203-AGB-2Z | VA9203-BUA-2| VA9203-BUB-2 | VA9203-BGA-2| VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-22
1/2" 4.7 VA9104-AGA-35 | VA9104-AGA-2S | VA9104-1GA-3S| VA9104-IGA-2S | VA9104-GGA-3S | VA9104-GGA-2S| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-2Z| VA9203-AGB-2Z | VA9203-BUA-2 | VA9203-BUB-2 | VA9203-BGA-2| VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-22
1/2" 1.4 VA9104-AGA-35| VA9104-AGA-25 | VA9104-1GA-35 | VA9104-1GA-2S | VA9104-GGA-35| VAI104-GGA-2S| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-2Z| VA9203-AGB-2Z | VA9203-BUA-2 | VA9203-BUB-2 | VA9203-BGA-2 | VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-2Z
1/2" 117 VA9104-AGA-35| VA9104-AGA-25 | VA9104-1GA-35 | VA9104-1GA-2S | VA9104-GGA-35| VA9104-GGA-2S| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-2Z| VA9203-AGB-27 | VA9203-BUA-2 | VA9203-BUB-2 | VA9203-BGA-2 | VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-2Z
3/4" 74 VA9104-AGA-35 | VA9104-AGA-2S | VA9104-1GA-35| VA9104-IGA-2S | VA9104-GGA-3S | VA9104-GGA-2S| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-2Z| VA9203-AGB-2Z | VA9203-BUA-2| VA9203-BUB-2 | VA9203-BGA-2| VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-22
3/4" 11.7 VA9104-AGA-35 | VA9104-AGA-2S | VA9104-1GA-3S| VA9104-IGA-2S | VA9104-GGA-3S | VA9104-GGA-2S| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-2Z| VA9203-AGB-2Z | VA9203-BUA-2 | VA9203-BUB-2 | VA9203-BGA-2| VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-22
3/4" 4.7 VA9104-AGA-35 | VA9104-AGA-2S | VA9104-1GA-3S| VA9104-IGA-2S | VA9104-GGA-3S | VA9104-GGA-2S| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-2Z| VA9203-AGB-2Z | VA9203-BUA-2 | VA9203-BUB-2 | VA9203-BGA-2 | VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-22
1" 74 VA9104-AGA-35| VA9104-AGA-25 | VA9104-1GA-35 | VA9104-1GA-25 | VA9104-GGA-35| VA9104-GGA-2S| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-2Z| VA9203-AGB-27 | VA9203-BUA-2 | VA9203-BUB-2 | VA9203-BGA-2 | VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-2Z
1" 117 VA9104-AGA-35 | VA9104-AGA-2S | VA9104-1GA-35| VA9104-IGA-2S | VA9104-GGA-3S | VA9104-GGA-25| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-2Z| VA9203-AGB-2Z | VA9203-BUA-2| VA9203-BUB-2 | VA9203-BGA-2| VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-22
1" 18.7 VA9104-AGA-35 | VA9104-AGA-2S | VA9104-1GA-3S| VA9104-IGA-2S | VA9104-GGA-3S | VA9104-GGA-2S| VA9310-HGA-2 VA9310-HGA-2 VA9203-AGA-2Z| VA9203-AGB-2Z | VA9203-BUA-2 | VA9203-BUB-2 | VA9203-BGA-2| VA9203-BGB-2| VA9203-GGA-2Z | VA9203-GGB-22
1-1/4" 11.7 VA9310-HGA-2 VA9208-AGA-2 [VA9208-AGC-3 |VA9208-BAA-3 |VA9208-BAC-3 | VA9208-BGA-3 [VA9I208-BGC-3  |VA9208-GGA-2  [VA9208-GGC-3
1-1/4" 18.7 VA9310-HGA-2 VA9208-AGA-2 |VA9208-AGC-3 |VA9208-BAA-3 | VA9208-BAC-3 | VA9208-BGA-3 |VA9208-BGC-3  [VA9208-GGA-2  |VA9208-GGC-3
1-1/4" 29.2 VA9310-HGA-2 VA9208-AGA-2 |VA9208-AGC-3 |VA9208-BAA-3 |VA9208-BAC-3 | VA9208-BGA-3 [VA9208-BGC-3  |VA9208-GGA-2  [VA9208-GGC-3
1-1/2" 18.7 VA9310-HGA-2 VA9208-AGA-2 |VA9208-AGC-3 |VA9208-BAA-3 |VA9208-BAC-3 | VA9208-BGA-3 [VA9208-BGC-3  |VA9208-GGA-2  [VA9208-GGC-3
1-1/2" 29.2 VA9310-HGA-2 VA9208-AGA-2 |VA9208-AGC-3 |VA9208-BAA-3 |VA9208-BAC-3 | VA9208-BGA-3 [VA9I208-BGC-3  |VA9208-GGA-2  [VA9208-GGC-3
1-1/2" 46.8 VA9310-HGA-2 VA9208-AGA-2 |VA9208-AGC-3 |VA9208-BAA-3 | VA9208-BAC-3 | VA9208-BGA-3 |VA9208-BGC-3  |VA9208-GGA-2  |VA9208-GGC-3
2" 46.8 VA9310-HGA-2 VA9208-AGA-2 |VA9208-AGC-3 |VA9208-BAA-3 |VA9208-BAC-3 | VA9208-BGA-3 [VA9208-BGC-3  |VA9208-GGA-2  [VA9208-GGC-3
2" 3.7 VA9310-HGA-2 VA9208-AGA-2 |VA9208-AGC-3 |VA9208-BAA-3 |VA9208-BAC-3 | VA9208-BGA-3 [VA9I208-BGC-3  |VA9208-GGA-2  [VA9208-GGC-3
2" 29.2 VA9310-HGA-2 VA9208-AGA-2 [VA9208-AGC-3 |VA9208-BAA-3|VA9208-BAC-3 | VA9208-BGA-3 [VA9I208-BGC-3  |VA9208-GGA-2  [VA9I208-GGC-3

NOTE: FOR VG1245 and VG1845 ONLY! TO ORDER FOR HIGH TEMP STEAM SUBSTITUTE "H" FOR +9 (VALVE WILL COME WITH M9000-561 THERMAL BARRIER)



