
hoffman nema 3R enClosuRes and Panels
a-hClo series
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DESCRIPTION
The Hoffman A-HCLO Series NEMA 3R lift-off hinged 
cover enclosures house controls and instruments and 
provide protection in outdoor installations against rain, sleet, 
and snow, or indoors against dripping water.

FEATURES
•	 Drip-shield	top	and	seam-free	sides,	front,	and	back
•	 Galvanized	steel	lift-off	hinges	with	stainless	steel	pins
•	 Cover	fastened	securely	with	draw-pull	catches
•	 Provisions	for	padlocking	on	each	draw-pull	catch
•	 Embossed	mounting	holes	on	back	of	enclosure
•	 Gasketing	along	top	of	door
•	 ANSI	61	gray	polyester-powder	coating	inside	and	out	

over	galvanized	steel
•	 Optional	steel	panels	with	white	finish
•	 Fans,	heaters,	louvers,	and	windows	available
•	 UL	File	#E27567
•	 CSA	File	#LL42184,	RoHs
•	 One-year	warranty	

DIMENSIONS

ORDERING INFORMATION

A-8R64HCLO
A-8R86HCLO
A-10R86HCLO
A-12R106HCLO
A-12R126HCLO
A-16R126HCLO
A-16R166HCLO
A-20R166HCLO
A-20R208HCLO
A-24R208HCLO
A-24R248HCLO
A-30R248HCLO

DIMENSIONS**
A x B x C in (cm)

BODY
GAUGE

MOUNTING
D

WEIGHT
lb (Kg)

GAUGE WEIGHT
lb (Kg)

A-6P6†

A-8P6†

A-8P8†

A-10P10†

A-12P10†

A-14P12†

A-16P16††

A-20P16††

A-20P20††

A-24P20††

A-24P24††

A-30P24††

DIMENSIONS
H x W in (cm)

16
16
16
16
16
16
14
14
14
14
14
14

8 x 6 x 4 (20 x 15 x 10)
8 x 8 x 6 (20 x 20 x 15)
10 x 8 x 6 (25 x 20 x 15)
12 x 10 x 6 (30 x 25 x 15)
12 x 12 x 6 (30 x 30 x 15)
16 x 12 x 6 (41 x 30 x 15)
16 x 16 x 6 (41 x 41 x 15)
20 x 16 x 6 (51 x 41 x 15)
20 x 20 x 8 (51 x 51 x 20)
24 x 20 x 8 (61 x 51 x 20)
24 x 24 x 8 (61 x 61 x 20)
30 x 24 x 8 (76 x 61 x 20)

4.9 (2.2)
6.8 (3.1)
8.2 (3.7)
11 (5.0)

11.8 (5.4)
14.6 (6.6)
18.2 (8.3)
21.5 (9.8)
30.7 (13.9)
36 (16.3)
45 (20.4)
54 (24.5)

9.12 (23)
9.12 (23)

11.12 (28)
13.12 (33)
13.12 (33)
17.12 (43)
17.31 (44)
21.31 (54)
21.31 (54)
25.31 (64)
25.31 (64)
31.31 (80)

4.88 x 4.88 (12 x 12)
6.75 x 4.88 (17 x 12)

6.75 x 6.88 (17 x 17.5)
8.75 x 8.88 (22 x 22.5)
10.75 x 8.88 (27 x 22.5)
12.75 x 10.88 (32 x 28)

13 x 13 (33 x 33)
17 x 13 (43 x 33)
17 x 17 (43 x 43)
21 x 17 (53 x 43)
21 x 21 (53 x 53)
27 x 21 (69 x 53)

14
14
14
14
14
14
12
12
12
12
12
12

0.5 (0.32)
0.7 (0.3)
1 (0.5)

1.7 (0.8)
2.1 (0.95)

3 (1.4)
5.2 (2.4)
6.7 (3)
9 (4.1)
11 (5)

14 (6.4)
18.7 (8.5)

* Order panels separately **  Enclosures with B=8 or less have one latch

ENCLOSURE
MODEL†††

SOLID
PANEL*
MODEL

† Panel Mounting Kit A-PMK3RL016 is required. Order separately.
†† Panel Mounting Kit A-PMK3RL014 is required. Order separately.

††† Add P to the end of part number to order optional perf panel.
   (Includes panel mounting kit)

 RELATED PRODUCTS  
A-MFK3RL014 14-gauge enclosure mounting foot kit 
A-MFK3RL016 16-gauge enclosure mounting foot kit 

NEW!
ENCLOSURES

268

NEW!
EN

CL
O
SU
RE
S

5

one call. one invoice. one source.kele.com877-826-9037 USA September 2016


