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Supply Voltage (2) 1.5 V Alkaline AAA Battery 
included

Battery Life 1800 hours
Accuracy ±0.3°F (±0.20°C) or ±0.5%  

of reading
Display Units Four digits, one decimal point,  

°F or °C
Sensor 10K thermistor, detachable (#1075)
Range -40° to 302°F (-40° to 151°C)
Resolution 0.1°F or °C
Auto Shutoff Times 5 minutes
Probe Pointed, 1/8" SS Probe 3.5" long

Display Backlit 0.5" LCD
Operating Temperature 0° to 130°F max (-18° to 54°F)
Operating Humidity Maximum 90% Non-condensing 
Dimensions 7.5"H x 4.0"W x 2.5"D  

(19.05 x 10.16 x 6.35 cm)   
closed case

Weight 0.63 lb (0.29 kg)
Approvals CE, RoHS, Certificate of Calibration
Warranty
  Probe  1 year
  Instrument  5 year 

DESCRIPTION
The TM99A Thermometer is perfect for field/factory use in a 
variety of applications in which a fast response is required. 

FEATURES
• Fahrenheit/Centigrade switch selectable
• Large, illuminated LCD display
• Certified calibration
• Membrane keypad operation

DIGITAL HANDHELD THERMOMETER
TM99A

SPECIFICATIONS

ORDERING INFORMATION

MODEL  DESCRIPTION
TM99A  Digital probe thermometer

TM99A


